l"“ 1231651
OU1 Design Change and Modification Sheet:
Change/Modification # 29
This form is used to document changes and modification to the approved plans.
This form will be kept with the official Quality Control Site Plan.
Date Initiated: __5/21/12 Date Executed_S/24 / e

Property ID: Operable Unit 1 (Area 1)

Design Change / Modification Description:

Detention Basin / .Rock Trench, S“h-eet D2, Détail D. In an effort td maximize the
useful life of the drainage features the final lift of cover material will be 6 of 1 2"

washed rock in lieu of the specified top soil cover.

See attached sketch and photographs for detail. MSF:Q@( zeaw n ‘Uﬂ"&/ﬁ’s
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("DEPTH oF '/ WASHED
RIVERK, Reck

DETENTION BASIN

WDTH VARIES %~ SEE PLANS _—T—T 1" MIN
MIN DEPTH - e R P,
TOPSOILSQVER =
ROCK TR
CK TRENCH: LENGTH AS &, \__ PROPOSED GRAVEL OR SITE

ON PLANS. CONSTRUCT
TRENCH AT LOW POINT,
CENTERED IN TRENCH.

7
o,
T FEATURE (SEE PLANS)

MIN. 6" DEPTH TOPSOIL
OR SOD OVER NATIVE OR
IMPORT MATERIAL

"DITCH INVERT" — SEE PLANS

ROCK TRENCH: 18™ DEEP x 24"
WIDE, 1.5" TO 4" MINUS
UNCRUSHED SCREENED ROCK
WRAPPED IN FILTER FABRIC

CONTRACTOR TO AVOID RUNNING
HEAVY EQUIPMENT IN AREA OVER

AND SURROUNDING INFILTRATION NOTE: ROCK TRENCH LENGTH AS
PLAN VIEW TRENCH. SOIL SHALL NOT BE SHOWN ON PLANS. CONSTRUCT
EXCESSIVELY COMPACTED LEVEL/FLAT ROCK TRENCH AT
LOWEST END OF INFILTRATION
SECTION VIEW TRENCH

TYPICAL DETENTION BASIN/ROCK

DETAIL /D

NTS

GRATE & FRAME EJW NO. 3777 OR
APPROVED EQUAL, INSTALL MASTIC
JOINT IN CURB 10' EACH SIDE OF INLET

- g CONCRETE ADJUSTMENT RINGS
. 4% MINIMUM, 137 MAXIMUM
PRECAST ECCENTRIC

NATIVE MATERIAL COMPACTED
TO 95% AASHTO T-88
FILTER FABRIC

NOTE:

OVER-EXCAVATE WHERE REQUIRED
T0 ENSURE BOTTOM OF
EXCAVATION IS A MINIMUM OF 2'
INTD GRAVELLY MATERIAL.
BACKFILL WITH 3 TO 8" DIAMETER
CLEAN DRAIN ROCK.

3" TO 8" DIAMETER
CLEAN DRAIN ROCK

TYPICAL SUMP DETAIL

DETAIL /D
w o

CONE (ASTM C478)

Revisions
Symbol Descriptions Date |Approved
REV.1 PROJECT REVIEW COMMENTS 8/30/11] oM
< US ARMY CORPS OF ENGINEERS
CDM Federal Programs Corporation OMAHA DISTRICT
RAPID RESPONSE PROGRAM
Desriedi by LIBBY ASBESTOS PROJECT
WGM GROUP, LIBBY, MONTANA
b —pe 1 MISSOULA, MT
Am( ,l‘—\ M\: k) \ Drawn byt Us EPA
Reglon VIII OU1—REMEDIAL ACTION
K. HUFFSMITH Denver, Colorado
WGM DETAILS
Checked by
G. MCKENZIE Scaler 3""’:'_' Dokl
Subnitted by! Datel  repruaRY 2012 D2 Desion
G. MCKENZIE E;.?' o2 wmﬂm 201
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